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Basic Information

Brief Description/Features/Functions

Brief Description

The heat pump controller LOGON B
WP61 is a climate-based digital heating
control unit for a mixed heating circuit,
sliding heating circuit, as well as for
potable water preparation. The heat
pump is controlled at the same time as
well. Various additional functions can
be activated.

The control unit calculates based on
the outside temperature sensor the
necessary set-point temperatures for
the heat pump and heating circuits and
controls the potable water preparation.
Optimization functions that can be
additionally activated allow for optional
energy savings.

Features
The heat pump controller has the
following functions:

e Operating mode heating, potable
water

e Set-point setting for heater,
potable water

* Info key

e Cooling function

Functions:

Climate-based heat pump controller for

max. one sliding and one mixed circuit.

Potable water control with release and

set-point setting.

e Addable time controlled circulation
pump

* Potable water solar control with
collector protection function and
heat exchanger option (recooling)

* Relay and sensor test for initial
startup

e llluminated display for status and
function displays in plain text,
6 languages

e Automatic daylight savings
switching

e Preset standard timed programs
for heating and potable water
preparation

e Customized switching program with
max. 84 free switching times based
on the controller and system
configuration

e Vacation program for each heating
circuit

e Buffer storage management

e Generator block

e Solar heating support

Room temperature control with
add-on equipment

QAA 75 with 2-wire bus

Setting of radiator or floor heating
circuits with program adjustments

Addable automatic heating curve
adaptation

Heating optimization with rapid
heating, addable

Demand-based heating switch off

Adjustable min. and max. flow
temperatures

Pump overrun

Integrated operating hours counter
Energie meter

Thermal disinfection of potable
water, addable (Legionella mode)
2-wire bus interface for additional
controller equipment

Compatible with LPB bus



Control Elements

Operating Mode Key Potable
Water (1)

To switch potable water preparation
on and off. (Bar in display below
water faucet.)

Operating Mode Key Heating
Circuit(s) (2)

Sets 4 different heating operating modes:
Auto time: Automatic operating mode
acc. to timer program

Sun 24-hr: Heating to comfort set-point
Moon 24-hr: Heating to reduced
comfort set-point protect. mode: Heater
is off, frost protection function activated

Info Key (3)

Displays the following information
without affecting control: Temperatures,
operating mode heating/potable water,
error messages

Room Temperature Control

Knob (5)

e To change the room comfort
temperature

e Use this rotary knob to select and
change settings during the pro-
gramming step.

Confirmation Key OK (6)

BACK Key ESC (4)

These two keys are needed together
with the large rotary knob -/+ for
programming and configuring the
controller. Settings not adjustable with
the control elements are changed
through programming.

Press the ESC key to jump one step
back. Set or adjusted values are not
applied with this action.

To open the next control level or to
save changed values, press the OK
key.

Cooling Key (7)

Use the cooling key to select the
"Cooling" operating mode. Cooling is
based on the timer program and the
cooling temperature set-point.

Heat Pump Reset Key

Heat Pump Defrost Function (8)
Briefly press this key to rest the heat
pump error messages. Press this key
longer than 3 seconds to trigger
manually the defrost function for air/
water heat pumps.

Cooling Operation Display (9)
The bar underneath this icon indicates
whether cooling mode is released.



Programming Display
Description

Cooling key

Heating to comfort set-point

Heating to reduced comfort set-point
Heating to frost protection set-point

Process running — please wait

Error messages
Info level activated
Programming active

Heater temporarily switched off
ECO function active

Vacation function active
Refers to heating circuit

Maintenance/special function

Number of command line
(parameter number)

Select potable water mode

Select heating mode

Exit menu

Select
(turn to right / left)

Confirm

Info key

HP reset

Parameterization

—

Press OK key (1x)

Basic Display |

(Key Level)

Press OK key (1x)

End user

- Select desired setting

- Confirm with OK key

- Use ESC key to return to
basic display

Press INFOI key (4 seconds)

Initial startup

Select desired user level

Confirm with OK key

Select desired setting

Confirm with OK key

Use ESC key to return to basic display




